BLOCK WALL

(ALL ON ONE PROPERTY - NOT SHARED) 7-A
- CAP BLOCK DESIGN CRITERIA:
| WIND LOAD = 15 psf
- #4 CONT. SOIL BEARING - 1000 psf
| PROVIDE GROUT
A STOP AS REQUIRED CONSTRUCTION NOTES:
i 1. MIN. CONCRETE COMPRESSIVE
STRENGTH fc = 1,000 psi @
| 28 DAYS.
|-} #4BARS @32" 0. 2. ALL FOOTING CONCRETE TO BE
| PLACED AGAINST UNDISTRUBED
. S EARTH.
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= —» | |- 6"OR8"BLOCK 3. GROUT: 1 PART PORTLAND CEMENT
= ) AND 3 PARTS SAND.
I
| 4. MASONRY UNITS SHALL BE GRADE
| 'N' UNITS.
|
| 5. MORTAR: 1 PART CEMENT, 1/4
PART LIME PUTTY AND 3-1/2
I PARTS SAND.
[
| | . 6. REINFORCING STEEL SHALL CONFORM
| <z TO ASTM SPEC. A615
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<9 7. *3OLID GROUT OPTION**
| | 6" BLOCK USE 38" FOOTING WIDTH
. I | | == 8" BLOCK USE 42" FOOTING WIDTH
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BLOCK WALL

(BUILT ON PROPERTY LINE - SHARED)
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DESIGN CRITERIA:

WIND LOAD = 15 psf
SOIL BEARING - 1000 psf

CONSTRUCTION NOTES:

1. MIN. CONCRETE COMPRESSIVE

STRENGTH f'c = 1,000 psi @
28 DAYS.

2. ALL FOOTING CONCRETE TO BE
PLACED AGAINST UNDISTRUBED

EARTH.

3. GROUT: 1 PART PORTLAND CEMENT

AND 3 PARTS SAND.

4. MASONRY UNITS SHALL BE GRADE

‘N UNITS.

5. MORTAR: 1 PART CEMENT, 1/4

PART LIME PUTTY AND 3-1/2
PARTS SAND.

6. REINFORCING STEEL SHALL CONFORM

TO ASTM SPEC. A615

7. ** FOR SOLID GROUT WALL FOOTING

SHALL BE 12" x 26".
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